
PROFESSIONAL DEEP CYCLE AGM
Die wesentlichen Vorteile

Ideal für Boote, Yachten, Wohnmobile, Busse, LKW, Hebebühnen, 
Ladebordwände, elektrische Antriebe, Reha-Technik, Solar - und industrielle 
Anwendungen

AGM-Technologie, für herausragende Erschütterungs- und Vibrationsfestigkeit

Äußerst langlebig: bis zu achtfache Zyklenfestigkeit verglichen mit 
konventionellen Batterien (bis zu 800 Zyklen bei einem DOD von 50 %)

Robuste und 100% auslaufsichere Konstruktion

Ideal für Start- und Versorgungsanwendungen

 
Für mehr Informationen besuchen Sie www.varta-automotive.com

BESTELLINFORMATIONEN

Europäische Typ-Nr. (ETN):  830 060 037

Artikel-Nummer:  830 060 037 D95 2

Kurzbezeichnung:  LAD 60A

Strichcode:  4016987141175

Verpackungseinheit:  1

Palette / Karton:  32

TECHNISCHE INFORMATIONEN

Spannung [V]: 12

Batterie-Kapazität [Ah]: 60

Batterie-Kapazität 5h [Ah]: 49

Kälteprüfstrom EN [A]: 340

Cold Cranking Amps (SAE) @ -18°C: 370

Marine Cranking Amps (SAE) @ 0°C: 450

Länge [mm]: 265

Breite [mm]: 166

Höhe [mm]: 188

Bodenleiste: B00

Schaltung: 0

Polart: 1

Gewicht gug (kg): 20,7

   



ZEICHNUNGEN

Discharge Curves

Individual results may vary



PROFESSIONAL DEEP CYCLE AGM
Key benefits

Ideal for boats, yachts, motorhomes, buses, trucks, hydraulic ramps and 
platforms, electrical drives, mobility, solar and industrial applications

AGM technology for high rate discharge performance, plus superb shock and 
vibration resistance

Exceptionally long lasting – up to eight times the cyclic stability of conventional 
batteries

Tough and 100% leak proof construction

Ideal for all your starter and supply requirements

 
For more information visit www.varta-automotive.com

ORDER INFORMATION

European Type No. (ETN):  830 085 051

Article Number:  830 085 051 D95 2

Short Code:  LAD 85

Barcode:  4016987141199

Packaging Unit:  1

Quantity per Pallet:  32

TECHNICAL INFORMATION

Voltage [V]: 12

Battery Capacity [Ah]: 85

Battery Capacity 5h [Ah]: 70

Cold Cranking Amps (CCA), EN [A]: 465

Cold Cranking Amps (SAE) @ -18°C: 510

Marine Cranking Amps (SAE) @ 0°C: 600

Length [mm]: 260

Width [mm]: 169

Height [mm]: 230,5

Base Hold-down: B00

Layout: 0

Terminal Types: 1

Weight filled (kg): 25,3
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Discharge Curves

Individual results may vary



PROFESSIONAL DEEP CYCLE AGM
Key benefits

Ideal for boats, yachts, motorhomes, buses, trucks, hydraulic ramps and 
platforms, electrical drives, mobility, solar and industrial applications

AGM technology for high rate discharge performance, plus superb shock and 
vibration resistance

Exceptionally long lasting – up to eight times the cyclic stability of conventional 
batteries

Tough and 100% leak proof construction

Ideal for all your starter and supply requirements

 
For more information visit www.varta-automotive.com

ORDER INFORMATION

European Type No. (ETN):  830 115 060

Article Number:  830 115 060 D95 2

Short Code:  LAD 115

Barcode:  4016987141205

Packaging Unit:  1

Quantity per Pallet:  24

TECHNICAL INFORMATION

Voltage [V]: 12

Battery Capacity [Ah]: 115

Battery Capacity 5h [Ah]: 91

Cold Cranking Amps (CCA), EN [A]: 550

Cold Cranking Amps (SAE) @ -18°C: 600

Marine Cranking Amps (SAE) @ 0°C: 710

Length [mm]: 328

Width [mm]: 172

Height [mm]: 233,5

Base Hold-down: B00

Layout: 0

Terminal Types: 1

Weight filled (kg): 32,8
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Individual results may vary



PROFESSIONAL DEEP CYCLE AGM
Key benefits

Ideal for boats, yachts, motorhomes, buses, trucks, hydraulic ramps and 
platforms, electrical drives, mobility, solar and industrial applications

AGM technology for high rate discharge performance, plus superb shock and 
vibration resistance

Exceptionally long lasting – up to eight times the cyclic stability of conventional 
batteries

Tough and 100% leak proof construction

Ideal for all your starter and supply requirements

 
For more information visit www.varta-automotive.com

ORDER INFORMATION

European Type No. (ETN):  830 150 090

Article Number:  830 150 090 D95 2

Short Code:  LAD 150

Barcode:  4016987141212

Packaging Unit:  1

Quantity per Pallet:  16

TECHNICAL INFORMATION

Voltage [V]: 12

Battery Capacity [Ah]: 150

Battery Capacity 5h [Ah]: 123

Cold Cranking Amps (CCA), EN [A]: 825

Cold Cranking Amps (SAE) @ -18°C: 900

Marine Cranking Amps (SAE) @ 0°C: 1070

Length [mm]: 484

Width [mm]: 171

Height [mm]: 241

Base Hold-down: B00

Layout: 0

Terminal Types: 1

Weight filled (kg): 46,7
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PROFESSIONAL DEEP CYCLE AGM
Die wesentlichen Vorteile

Ideal für Boote, Yachten, Wohnmobile, Busse, LKW, Hebebühnen, 
Ladebordwände, elektrische Antriebe, Reha-Technik, Solar - und industrielle 
Anwendungen

AGM-Technologie, für herausragende Erschütterungs- und Vibrationsfestigkeit

Äußerst langlebig: bis zu achtfache Zyklenfestigkeit verglichen mit 
konventionellen Batterien (bis zu 800 Zyklen bei einem DOD von 50 %)

Robuste und 100% auslaufsichere Konstruktion

Ideal für Start- und Versorgungsanwendungen

 
Für mehr Informationen besuchen Sie www.varta-automotive.com

BESTELLINFORMATIONEN

Europäische Typ-Nr. (ETN):  830 210 118

Artikel-Nummer:  830 210 118 D95 2

Kurzbezeichnung:  LAD 210

Strichcode:  4016987144633

Verpackungseinheit:  1

Palette / Karton:  12

TECHNISCHE INFORMATIONEN

Spannung [V]: 12

Batterie-Kapazität [Ah]: 210

Batterie-Kapazität 5h [Ah]: 172

Kälteprüfstrom EN [A]: 1180

Cold Cranking Amps (SAE) @ -18°C: 1298

Marine Cranking Amps (SAE) @ 0°C: 1510

Länge [mm]: 530

Breite [mm]: 209

Höhe [mm]: 214

Bodenleiste: B00

Schaltung: 3

Polart: 1

Gewicht gug (kg): 60,2
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Individual results may vary



PROFESSIONAL DEEP CYCLE AGM
Key benefits

Ideal for boats, yachts, motorhomes, buses, trucks, hydraulic ramps and 
platforms, electrical drives, mobility, solar and industrial applications

AGM technology for high rate discharge performance, plus superb shock and 
vibration resistance

Exceptionally long lasting – up to eight times the cyclic stability of conventional 
batteries

Tough and 100% leak proof construction

Ideal for all your starter and supply requirements

 
For more information visit www.varta-automotive.com

ORDER INFORMATION

European Type No. (ETN):  830 260 120

Article Number:  830 260 120 D95 2

Short Code:  LAD 260

Barcode:  4016987143643

Packaging Unit:  1

Quantity per Pallet:  12

TECHNICAL INFORMATION

Voltage [V]: 12

Battery Capacity [Ah]: 260

Battery Capacity 5h [Ah]: 214

Cold Cranking Amps (CCA), EN [A]: 1100

Cold Cranking Amps (SAE) @ -18°C: 1200

Marine Cranking Amps (SAE) @ 0°C: 1440

Length [mm]: 521

Width [mm]: 269

Height [mm]: 239,5

Base Hold-down: B00

Layout: 3

Terminal Types: 1

Weight filled (kg): 77,9
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