Utility IN & OUT Fluid Syringe

CJ-2180

ILLUSTRATIONS

Low

High

Flow Control

Oil resistant tube
/ OD @9.8mm x L 300mm

D % Oil resistant tube
OD @11mm XL 300mm

APPLICATION

PRODUCT FEATURES CAUTION

1.1t can be used for any non- 1.Do not use it for gasoline or any
corrosive lubricants. corrosive liquids.

2.The flow rate is adjustable. 2.Do not dismantle any part of the

3.Connect different tubes for different product.

functions.



Fluid Syringe with Suction

CJ-2183
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ILLUSTRATIONS

e )

8/1
d
8/

IN>— — — —

=

Pump Handle
_— — _<_ _— — 4. —_——

\
\—> Syringe 350ml
i > D 2 Oil resistant tube
Pipe Clamp

OD @15mm x L 150mm
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Oil resistant tube

OD @13mm Xx L 370mm

APPLICATION
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Tube plug

OPERATION

Before
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PRODUCT FEATURES CAUTION

1.It can be used for any non-corrosive 1.Do not use it for gasoline or any
lubricants. corrosive liquids.

2.Suck the liquid into the pot. 2.Do not dismantle any part of the

3.The pot can be removed and product.

connect any tube for extension use.



Fluid Syringe with Discharge

CJ-2185
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OPERATION

Before After

> < C

S LY

%}‘ >
\

PRODUCT FEATURES

1.It can be used for any non-corrosive
lubricants.

2.Discharge the liquid from the pot.

3.The pot can be removed and
connect any tube for extension use.

Tube plug

Q—> Pipe Clamp

Oil resistant tube
(3 \

OD@15mm x L 150mm
\—> Qil resistant tube

OD @13mm Xx L 370mm

APPLICATION

1.Do not use it for gasoline or any
corrosive liquids.

2.Do not dismantle any part of the
product.



