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Glomex has developed the new “NEO” wireless controlled satellite TV antenna.

The "NEO" antennas are equipped with a super-fast satellite tracking system even in extreme rough sea conditions thanks to the totally renewed electronics and mechanics: more 
powerful processor, faster driver and more solid structure. Furthermore, the new electronics have been designed to offer extremely silent satellite TV antennas, both while searching and 
tracking.
Thanks to the introduction of a new GPS system (in-built on all range), the new "NEO" satellite TV antennas save previous navigation positions, as well as guarantee increased signal 
reception performance even at the edges of the signal coverage area.

The wide range of "NEO" satellite TV antennas covers all LNB models (universal, multiband, dCSS/SCR), matches all kind of satellite receiver, and meets all the installation needs. The 
antenna models with the new dCSS/SCR technology have been specially developed to be used with the new dCSS receivers, for example the Sky Q receivers, and to take advantages of all 
their features (such as recording a program while watching another channel). Moreover, the dCSS technology has the great advantage of an extremely simple and fast installation thanks 
to a single cable that down come from the antenna even for multi-outputs installations.

One of the most important and innovative key point of “NEO” antennas is the management via the free App available for iOS and Android devices. By downloading the app, you can 
manage the "NEO" satellite TV antennas in one click via Bluetooth® with your own smartphone/tablet and:
a

• update the antenna software
a

• select and change satellites
a

• send antenna service log file to the technical assistance
a
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